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Crosby eliminator™

A-1361 Crosby Eliminator™
single assembly

A-1362 Crosby Eliminator™
double assembly

A-1337 Lok-a-Loy®

A-1338 Cradle grab hook

Uses standard Crosby Grade 8/10™

bottom fittings

Although the Crosby Eliminator™ has changed the configuration of
the upper portion of the sling, you can still utilize the Crosby
8/10™ fittings on the bottom of the sling (see page 6).

In addition, Crosby Grade 8 (80) fittings can also be used on the
bottom of a Crosby Eliminator™ sling system (see page 7). When
using Grade 80 components on a Crosby Eliminator™ system, the
sling must be rated at Grade 80 working load limits.

All the quality you expect from Croshy

The performance properties you have come to expect from other

Crosby® forged products are available with all Crosby 8/10 chain

fittings, as well as the new Crosby Eliminator™.

e Working load limit (meets industry standards)

e Ductility (allows product to deform when overloaded)

¢ Toughness (resistance to crack initiation and growth at all
temperatures)

¢ Fatigue (ability to withstand repeated applications of the load)

The Crosby Eliminator™
fittings, as well as all other
Crosby Grade 8/10™ chain
fittings, are fatigue rated at
1-1/2 times the working load
limit at 20,000 cycles.

T

A-1358 Clevis grab hook

A-1359 Clevis foundry hook

S-1317 Shur-Loc® Clevis sling hook

In addition, all Crosby fittings contain a Product Identification
Code (PIC). The PIC is used to maintain material control from the
steel mill, to receipt at our plant, to verification, and throughout
the manufacturing process.

Broshi8/10” FitigeRed I
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The Crosby Eliminator™ combines selected features and ¢ Forged alloy steel - quenched and tempered.
functionality of a master link, connecting link, grab hook and e Innovative two piece design allows for maximum flexibility
adjuster legs to provide you with one fitting that is suitable e Individually proof tested with certification.
for applications that require an adjustable length chain sling. e The Crosby Eliminator™, if properly installed and locked, can be

used for personnel lifting applications and meets the intent of
OSHA rule 1926.550 (g) (4) (iv) (B).

o Suitable for use with Grade 100 and Grade 80 chain.

¢ Engineered to accomodate optional locking pin that can be
inserted to keep the shortened chain legs in place when sling
is in a slack condition.

¢ Fatigue rated at 1-1/2 times the working load limit at
20,000 cycles.

¢ Use 1361 and 1362 in combination to make 3 leg chain slings.

e “Look for the platinum color - Crosby Grade 100 alloy
products.”

A-1361 A-1362

A-1361 Single hook assembly

Chain Frame Working A1361 Weight Dimensions
size size  load limit stockno. each (mm)
®* (LC)]
1741 7 2 2.0 1049797 1.76 208 | 99.0 | 229 | 76.2 | 239 | 112 | 248 | 89.0
5M16| 8 2 25 1049804 1.76 208 | 99.0 | 229 | 76.2 | 239 | 112 | 248 | 89.0
3/8110 3 4.0 1049813 2.94 255 | 122 | 29.5 | 88.9 | 29.7 | 132 | 306 | 102
1/2 | 13 4 6.7 1049822 6.12 327 | 152 | 414 | 105 | 333 | 162 | 395 | 127
5/8 | 16 5 10 1049831 10.9 388 | 175 | 49.8 | 121 | 414 | 188 | 475 | 152

* Minimum ultimate load is 4 times the working load limit.
Proof tested 2.5 times the working load limit.

A-1361

A-1362 Double hook assembly

Chain Frame Working A1362 Weight Dimensions
size size load limit stock no. each (mm)

Un (LO)

14| 7 2 3.9 1049859 | 213 208 | 99.0 | 229 | 76.2 | 239 | 112 | 257 | 89.0
5/16| 8 2 5.0 1049868 | 2.13 208 | 99.0 | 229 | 76.2 | 239 | 112 | 257 | 89.0
3/8 | 10 3 8.0 1049877 | 3.67 255 | 122 | 29.5 | 88.9 | 29.7 | 132 | 319 | 102
1/2 |13 4 13.6 1049886 | 7.84 327 | 152 | 414 | 105 | 333 | 162 | 413 | 127
5/8 | 16 5 20 1049895 | 14.3 388 | 175 | 49.8 | 121 | 41.4 | 188 | 491 | 152

* Minimum ultimate load is 4 times the working load limit.
Proof tested 2.5 times the working load limit.

A-1362

Brosby8/10™ Falique attd B
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Crosby eliminator™

A-1360B Bail

A-1360B S-4103

stock no. replacement

hinge pin kit
stock no.
1/4 7 2 1049626 0.95 1092816
5/16 8 2 1049626 0.95 1092816
3/8 10 3 1049635 1.67 1092825
12 13 4 1049644 3.35 1092834
5/8 16 5 1049653 5.89 1092843

A-1360S Single hook (shown with optional S-4104 latch pin)

Frame Working A-1360S Weight S-4100

size load limit stock no. each replacement

()* (kg) load pin kit
stock no.
1/4 7 2 2.0 1049671 0.81 1092801
5/16 8 2 2.5 1049680 0.81 1092810
3/8 10 3 4.0 1049699 1.27 1092829
1/2 13 4 6.7 1049706 2.76 1092838
5/8 16 5 10 1049715 5.03 1092847

* Ultimate load is 4 times the working load limit.

A-1360D Double hook (shown with optional S-4104 latch pin)

Working A-1360D Weight S-4102

load limit stock no. each replacement

()* (kg) load pin kit
stock no.
1/4 7 2 3.9 1049733 1.17 1092713
5/16 8 2 5.0 1049742 1.17 1092722
3/8 10 3 8.0 1049751 1.99 1092731
12 13 4 13.6 1049760 4.49 1092740
5/8 16 5 20 1049779 6.39 1092759

* Ultimate load is 4 times the working load limit.

$-4104 Latch pin

Frame S-4104 Dimensions
size stock no. (mm)
1/4 7 2 1092910 0.06 7.95 345 65.5
5/16 8 2 1092910 0.06 7.95 345 65.5
3/8 10 3 1092938 0.06 9.52 38.6 78.2
1/2 13 4 1092947 0.06 9.52 46.5 97.9
5/8 16 5 1092956 0.06 9.50 56.1 117
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Crosby Products Distributed By:

Crosby Europe NV
Leuvensebaan 51

2580 Putte (Mechelen)
Belgium

T(+32) (0)1575 71 25

F (+32) (0)15 75 37 64
sales@croshyeurope.com
www.thecrosbygroup.com

Crosby Europe (France) S.A.R.L.
BP 48365

F - 95805 Cergy - Pontoise Cedex
France

Parc d’Affaires Silic

Bat. Céres - Porte 304

21, Rue du Petit Albi

95800 Cergy - St. Christophe

T (+33) (0)1 34 201180

F (+33) (0)1 34 201188
sales@croshyeurope.fr
www.thecrosbygroup.com

Croshy Europe (UK)

Unit 10, Fall Bank Industrial Estate
Dodworth, Barnsley

South Yorkshire S75 3LS - UK

T +44 (0)1226 290516

F +44 (0)1226 240118
sales@croshyeurope.co.uk
www.thecrosbygroup.com
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